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Project Description

Introduction

This chapter provides a description of the of the Proposed Development for which
consent is being sought, for the purposes of informing the identification and
assessment of likely significant environmental effects. This includes the anticipated
construction and operation activities connected with the Proposed Development,
and an outline of the expected approach to decommissioning.

Description of the Proposed Development

Scheme Overview

The Proposed Development will have a maximum total generating capacity of
around 120 MW comprised of the following:

¢ Up to 14 standalone, three-bladed horizontal axis turbines, nine of which will
be up to 200 m to tip, with the remaining five being 149.9 m to tip, capable of
generating approximately 80 MW.

¢ A battery energy storage system (BESS) of up to 40 MW capacity will also be
included as part of the Proposed Development.

The total capacity of the Proposed Development is therefore anticipated to be
approximately 120 MW (80 MW from turbines + 40 MW from BESS).

In addition to the turbines and BESS, the Proposed Development will include the
following ancillary infrastructure:

e Turbine foundations;

¢ Crane hardstands;

e A vehicular site entrance;

e Internal access track network;

e Watercourse crossings;

e Transformers and underground cables; and

e Onsite substation / switchgear building.

Temporary infrastructure required for construction will include:
e Three construction compounds;

e Crane assist pads;

¢ Blade laydown supports;

e Boom supports;

e Laydown areas; and

e A concrete batching plant.

The Proposed Development will provide various enhancement measures, including:

¢ Biodiversity restoration and enhancements (see Figure 6.13, as well as
Chapter 6: Ecology, Chapter 7: Ornithology and Technical Appendix 6.6);
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¢ Recreation and Access enhancements; and

e Proposed establishment of a Heritage Trail.

Micrositing

2.2.6 The Applicant proposes a micrositing allowance of up to 100 m in all directions
within the Site boundary in respect of each turbine and the associated infrastructure,
to address any potential difficulties which may arise in the event that pre-
construction surveys identify unsuitable ground conditions or environmental
constraints that could be avoided.

2.2.7 This is proposed because of experience gained at the nearby North Kyle Energy
Project site, where there were significant issues experienced with ground
conditions, and there are likely to be similar conditions at the Proposed
Development Site for example as a result of previous mining that has been
undertaken.

2.2.8 The Applicant will identify suitable micrositing locations if required and will avoid
any unacceptable detrimental environmental effects resulting from the micrositing.
This allowance would not encroach into identified hard constraint buffers.

2.2.9 The technical EIA assessments (presented in Chapters 4 to 10) have considered
the potential for micrositing up to 100 m in any direction. During construction, the
need for any micrositing would be assessed and agreed with the relevant personnel
on site, e.g. Ecological Clerk of Works (ECoW) or Environmental Manager, as
appropriate.

Operational Life

2.2.10  Consent is being sought for the Proposed Development for an operational life of 40
years from the date of commissioning of the wind turbines.

Wind Turbines

2.2.11  The Proposed Development will consist of up to 14 wind turbines, nine of which will
be up to 200 m maximum blade tip height, and five of which will be up to 149.9 m
tip height (refer to Figures 1.2 and 1.3). Where necessary for assessment
purposes, a rotor blade diameter of 162 m for the 200 m turbines and 136 m for the
149.9 m turbines has been used, although this may vary depending on turbine
availability at the time of construction.

2.2.12  The proposed locations of the wind turbines have been defined to enable the EIA
to fully assess the Proposed Development for which permission is being sought.
The coordinates denoting where each of the wind turbines are proposed to be
located are listed in Table 2-1.

Table 2-1: Proposed Development Indicative Turbine Parameters

Win_d ‘ Easting Northing Tur_bine Tip Turl_)ine Hub . Rotor
Turbine Height (m) Height (m) Diameter (m)
T1 263439.731 623737.543 149.9 82 136
T2 263404.302 623263.880 200 119 162
T3 262783.916 623190.102 149.9 82 136
T4 262987.165 622730.977 200 119 162
T5 263446.438 622593.375 200 119 162
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Wind Eastin Northin Turbine Tip Turbine Hub Rotor
Turbine 9 9 Height (m) Height (m) Diameter (m)
T6 262294.978 622772.913 149.9 82 136
T7 262917.231 622102.321 200 119 162
T8 262875.125 621606.938 200 119 162
T9 263075.219 621176.375 200 119 162
T10 263155.555 620706.913 200 119 162
T11 262499.407 621003.113 200 119 162
T12 262270.500 621337.000 200 119 162
T13 262638.966 620645.000 149.9 82 136
T14 263022.607 620036.250 149.9 82 136
2.2.13 Each of the wind turbines will comprise the following components:
e three blades;
e tower;
¢ nacelle;
e hub; and
¢ transformer and switchgear.

2.2.14 Each wind turbine will have a nacelle mounted on a tapered tubular steel tower. The
design of the tower will be subject to turbine manufacturer requirements. The
nacelle will contain the gearbox or direct drive, the generator, the transformer, and
other associated equipment. The hub and rotor assembly, including three blades,
will be attached to the nacelle.

2.2.15 Elevation drawings of indicative wind turbine dimensions are provided in
Figures 2.1a and b. The wind turbines will be of a typical modern, three-blade,
horizontal axis design in semi-matt white or light grey with no external advertising
or lettering except for statutory notices.

2.2.16  The switchgear will be sited within external transformer housing (kiosk) a few metres
away from each tower (see Figure 2.2), within the turbines’ permanent hardstand
areas, as can be seen on Figures 1.2 and 1.3.

Turbine Lighting
2.2.17  Air Navigation Order Article 222 requires turbines exceeding a tip height of 150 m

to display aviation lighting to indicate their presence. Dispensations for reduced
lighting schemes can be agreed with the Civil Aviation Authority (CAA) according to
the guidance provided in CAP-7643. It is proposed that only some of the turbines
be lit with either infrared (IR) lighting or a combination of IR lighting and visible
lighting, as set out in Table 2-2 and shown in Image 2.1 (below) and Figure TA
1.5.3 of Technical Appendix 1.5: Aviation and Radar.
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Image 2-1: Proposed Reduced Aviation Lighting Scheme

Table 2-2: Proposed Reduced Turbine Lighting Scheme

Wind Turbine Easting Northing nggme(rll)p Eir;r?t?r?gd
T1 263439.731 623737.543 149.9 IR
T2 263404.302 623263.880 200 IR
T3 262783.916 623190.102 149.9 Unlit
T4 262987.165 622730.977 200 Unlit
T5 263446.438 622593.375 200 Combination IR &
Visible
T6 262294.978 622772.913 149.9 IR
T7 262917.231 622102.321 200 Unlit
T8 262875.125 621606.938 200 IR
T9 263075.219 621176.375 200 Unlit
T10 263155.555 620706.913 200 Combination IR &
Visible
T11 262499.407 621003.113 200 IR
T12 262270.500 621337.000 200 Combination IR &
Visible
T13 262638.966 620645.000 149.9 Unlit
T14 263022.607 620036.250 149.9 IR
~
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2.2.18

2.2.19

2.2.20

2221

2.2.22

2.2.23

2.2.24

2.2.25

2.2.26

Wind Turbine Foundations

Typical wind turbine foundations consist of steel reinforced concrete. Figure 2.3
provides an illustration of a typical turbine foundation. Until detailed ground
investigations have been undertaken, the exact size and depth of foundations
required cannot accurately be defined. However, for the purposes of this EIA
Report, typical dimensions have been assumed as described below.

Concrete bases would be located underground which would require prior
excavation of ground. The amount of ground to be removed would depend on site-
specific conditions at each turbine location. Peat, topsoil and other materials would
be removed from the turbine foundation footprint area and stored so that it may be
used later for reinstatement.

Concrete for the construction of the turbine foundations will be prepared on-site at
a temporary concrete batching plant.

Turbine foundations will likely be circular, with a footprint of approximately 22 m
diameter at subformation for the 149.9 m turbines and 27 m diameter for the 200 m
turbines.

The final foundation design will be specific to the Site conditions as verified during
detailed pre-construction site investigations and will depend on the wind turbine
supplier’s specifications. In the unlikely event that ground conditions are unsuitable
for the standard foundation design as described above, an alternative foundation
design may be required, although it is not expected that this would materially affect
the conclusions of the EIA.

Crane Hardstands

To enable the construction of the wind turbines, a temporary crane hardstand area
and a turning area at each turbine location will be required to accommodate
assembly cranes and construction vehicles. This will comprise several crushed
stone hardstand areas measuring approximately 3,545 m? (V162 with 2 auxiliary
pads); 2,435 m? (V162 with 3 auxiliary crane pads); and 2,215 m? (V136 with
storage strip and two auxiliary crane pads). The likely crane hardstand arrangement
is indicated in Figure 2.4. However, the actual dimensions will be subject to the
specifications required by the selected turbine manufacturer and crane operator and
following detailed site investigations prior to construction commencing. After turbine
erection is completed, the temporary hardstand areas would be reinstated.

Detailed construction drawings with final dimensions will be available prior to the
commencement of construction once the final turbine model has been selected.

Each turbine will have a permanent hardstand area of approximately 2950 m? (V162
with 2 auxiliary crane pads); 3220 m? (V162 with 3 auxiliary crane pads); and 1835
m? (V136 with storage strip). The locations of these are indicated on Figures 1.2
and 1.3. These permanent hardstand areas will remain in place for the life of the
Proposed Development to facilitate operational maintenance.

Site Access and Site Tracks

The Proposed Development will be accessed from an existing priority junction (with
a ghost island right turn lane) on the section of the A70 between Lugar and its
junction with the B743. This access was used when the Site was used as an
opencast site and is therefore suitable for use by standard HGVs. An overrun area
is required at the western side of the access at this junction in order to accommodate
the AILVs delivering the turbine components (Figure 1.2).
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2.2.27

2.2.28

2.2.29

2.2.30

2231

2.2.32

Table 2-3

It is anticipated that approximately 10.9 km of new track will be required as part of
the Proposed Development, while 2.4 km of existing track will be reused. The layout
of the proposed tracks is shown on Figure 1.2. A drawing of a typical track structure
is provided in Figure 2.6.

Some of the existing tracks are a legacy of the previous mining operations and
accommodated very large mining vehicles. As such, they may require very minimal
upgrade works (possibly limited to resurfacing). Figure 2.6 shows how existing
roads would be widened if necessary. For any existing track that does not exceed
4.5 m of running track, widening and surface upgrades would be required.

Turning heads of sufficient size to accommodate articulated vehicles have been
provided at several locations.

Watercourse Crossings

It is anticipated that 6 watercourse crossings will be required to enable access to
the turbines the Proposed Development. Of these, 3 are existing and 3 will be new.

Figure 2.7 provides drawings of several types of typical watercourse crossing which
may be installed as part of the Proposed Development. It is possible that some of
the existing watercourse crossings may require upgrading to accommodate the
construction vehicles; this will be confirmed at detailed design stage prior to the
commencement of construction. More detailed information on the proposed
watercourse crossings is provided in Technical Appendix 8.4: Schedule of
Watercourse Crossings.

Temporary Construction Compounds

Three temporary construction compounds will be required during construction, the
proposed locations of which are shown on Figures 1.2 and 1.3. Indicative layouts
of the construction compounds are provided in Figures 2.8, 2.9 and 2.10. Indicative
parameters of the construction compounds are shown in Table 2-3 below.

. Indicative Construction Compound Parameters

Construction

Parameters (m) Footprint Area Purpose

Compound

71 mx55m 3,905 m? Site Entrance — secure access control,
site office, laydown area, etc.

150 m x 100 m 15,000 m? Laydown area, concrete batching,
assembly of turbines parts etc. To
support construction of tracks and
turbines in the north and centre of the
Site.

80m x 75m 6,000 m? Compound to support Substation and
BESS construction as well as turbines
in the south.

2.2.33

The construction compounds were sited taking numerous environmental
constraints and technical requirements into consideration (refer to Chapter 3:
Design Evolution and Alternatives). Prior to commencing construction work, a
detailed appraisal of the area will be undertaken, including the applicable ecological
checks and trial pits and / or boreholes to confirm the nature of the sub-strata.
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2.2.34

2.2.35

2.2.36

2.2.37

2.2.38

2.2.39

2.2.40

2241

2.2.42

The detailed locations, sizes and engineering properties of the construction
compounds will be confirmed prior to the start of construction, after the turbine
supplier and model have been confirmed.

The main construction site office and compound will comprise temporary cabins to
be used for the site offices, the monitoring of incoming vehicles and welfare facilities
for site staff including toilets; parking for construction staff, visitors and construction
vehicles; security storage for tools and small parts; a receiving area for incoming
vehicles; and security fencing around the compound.

The compounds will include storage for the various components, fuels and materials
required for construction. The major structural components of the turbines would be
delivered directly to Site. Temporary lay-down areas will be provided for parking
and unloading vehicles.

There will be sealed bunded areas within the construction compounds where fuel
and oil storage tanks will be situated, to prevent potential contamination. In
accordance with SEPA guidance the bunded area will be situated a minimum of
50 m from any watercourse to reduce the risk of pollution entering the watercourse.

Temporary downward lighting may be required at the temporary construction
compounds and at work areas during working hours for health and safety of
personnel. It is not anticipated that lighting will be required outside of working hours.
The lighting would be directional in accordance with Institute of Lighting
Professionals (ILP) guidance and mounted on the individual portacabins.

The construction compound and lay down areas would be constructed by first
stripping the topsoil/peat, which would be stored in stockpiles for reuse in
accordance with the Peat Management Plan (Technical Appendix 8.2). Care will
be taken to maintain separate stockpiles for turf and the different soil/peat types to
prevent mixing during storage. A geotextile would then be placed on the sub-
stratum, which would be overlain by a working surface of stone.

Reinstatement post-construction would involve removing the stone and underlying
geotextile before carefully ripping the exposed substrate and replacing the
excavated soil/peat.

Substation and Control Buildings

The Proposed Development includes a substation compound which will
accommodate a substation building and an operation control building. The footprint
area will be approximately 6,664 m? (98 m x 68 m). It will be constructed of
compacted stone on a suitable formation stratum, including reinforced concrete
foundations for the buildings and ancillary equipment. The substation compound
would contain one step-up transformer, associated switchgear, telecommunications
mast and ancillary equipment suitable for a transmission connection to the
electricity grid system. The wind farm control building required at the substation
compound would accommodate metering equipment, switchgear, the central
computer system and electrical control panels. In addition to the control building, a
welfare building will be installed for all personnel. Figures 2.11a-f presents a typical
layout of the proposed substation compound; Figures 2.12a-c shows typical
substation elevation views. This is indicative and the design and layout are subject
to change once the expected point of connection is known.

Lighting will be kept to a minimum and will be limited to working areas only and will
comply with health and safety requirements. Lighting will be down lit and linked to
timers and movement sensors so that light spill is kept to a minimum.

|
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2.2.43

2.2.44

2.2.45

2.2.46

2.2.47

2.2.48

2.2.49

2.2.50

2.3
231

2.3.2

Battery Energy Storage System

A BESS with a capacity of up to approximately 40 MW will be located adjacent to
the substation and control building (refer to Figure 1.2). The BESS compound area
will be approximately 60 m x 80 m (4,800 m?), with the BESS control building and
battery units having a maximum height of 3 m. An indicative layout for the energy
storage facility is shown in Figure 2.11.

The BESS compound has been designed with two vehicular access points for fire
safety reasons.

A BESS Safety Statement has been prepared and is attached as Technical
Appendix 2.3.

Cables

The wind turbines envisaged for use on the Proposed Development would initially
generate electricity at 690 — 1,000 V. This typically needs to be stepped up to the
on-site distribution voltage of 33 kV via an ancillary transformer. Each wind turbine
will be connected to the substation compound via underground electrical cables.

Cable trenches will accommodate these electrical cables, including communication
cables and the earthing cable network. Figure 2.5 presents the typical cable trench
cross section that shall be adopted across the Site. Where cables need to cross
tracks or hardstands, they will be routed through ducts.

The layout of the cable trenches within the Site would generally run adjacent to the
access tracks where possible. The route would be marked above ground with
clearly identified posts, spaced at suitable intervals along the length.

Borrow Pits

The historic opencast mining activity on the Site means that there is little opportunity
to source stone for construction from the northern section of the Site. A field
walkover survey undertaken by an experienced geologist also did not identify any
likely sources of rock / stone that could be used as a borrow pit. All stone required
for construction will therefore be imported to Site.

High Glenmuir Residential Property

Should the Proposed Development gain consent, the residential property High
Glenmuir would be taken out of residential use for the life of the development.

Grid Connection

To address East Ayrshire Council and the ECU’s requirement (as set out in the
Scoping Opinion, dated 30th March 2026) to consider the likely significant effects
of the connection of the Proposed Development to the grid, an indicative grid
connection corridor has been identified. In respect of this, it has been assumed that
the Dalfad Wind Farm will be connected to the consented Glenmuckloch
Substation, which will be located approximately 8 km to the southeast of the Site,
and it has been assumed that the grid connection will be via a 132 kV overhead
line.

It is noted that the grid connection does not form part of the Section 36 consent
being sought for the Proposed Development, as it will be subject to a separate
consenting process (assumed to be under Section 37 of the Electricity Act 1989),
led by the Transmission Operator at a later date.

1
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233

234

The grid connection route, land assembly, specification, construction methodology,
mitigation measures and other details are not confirmed at this stage and are not in
the control of the Applicant. However, this EIA Report includes a proportionate
assessment of likely significant effects of the grid connection, including in-
combination effects with the Proposed Development, based on reasonable
assumptions that can be made at this time. Section 3.7 of Chapter 3 sets out the
rationale behind the assumed grid connection corridor.

Figure 2.13 presents the indicative grid connection routeing corridor that has been
assessed in this EIAR. The reasonable assumptions listed in Table 2-4 have been
applied to the assumed grid connection, enabling the potential for likely significant
effects to be identified and assessed, based on available information. A discussion
of the approach to assessment of the potential effects of an assumed grid
connection is included in Technical Appendix 1.1.

Table 2-4: Technical parameters of the assumed overhead line grid connection

Technical Description Details

Constraint
OHL Description Trident 132 kV H-Pole

) Structure height Typical 13 m, max. 18 m, min. 11 m
Design - -
Span lengths Typical 90 m, max. 110 m, min. 70 m
Corridor required for construction Typical 60 m
Slope angle tolerance for design <22°
<500 m AOD

Environmental

Maximum altitude for design At altitudes over 400 m AOD, spans
will be required to be shorter than
average, typically less than 80 m

Infrastructure Stand off from other infrastructure

Stand-off required from wind turbines | Falling distance (tip height) + 10 %

Stand-off required from other

. . would require advice from the
infrastructure as appropriate

appropriate body

2.4
241

242

Abnormal Indivisible Load (AIL) Route

The report in Technical Appendix 10.1 considers the feasibility of delivering the
wind turbine components to the Site. It identifies an optimum route for the delivery
of the wind turbine components from King George V Dock in Glasgow to the Site
(shown on Figure 2.14).

Any works required outwith the adopted road to create overrun areas to
accommaodate the AIL vehicles on the proposed delivery route do not fall within the
boundary of the application for S36 consent to which this EIAR refers, but the effects
of these works have been considered where appropriate within this EIAR. A
discussion of the approach to assessment of the potential effects of the relevant
section of the AIL route is included in Technical Appendix 1.1.

3¢
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2.5 Proposed Enhancements
Site Regeneration

251 Decades of opencast mining in the area, with limited restoration, have left some
areas within the Site damaged and inaccessible. It is the intention of the Applicant
to provide further restoration to the former Dalfad and Duncanziemere Opencast
Coal Mines as part of the Proposed Development.

Biodiversity Enhancements

25.2 A Biodiversity Enhancement and Management Plan (BEMP) will be implemented
during the life of the project which will offer opportunities for biodiversity
enhancements at the Site. An Outline BEMP is attached as Technical
Appendix 6.6 and is discussed in more detail in Section 6.6 of Chapter 6:
Ecology.

253 The BEMP will aim to achieve biodiversity enhancement at the Site, in line with
objectives outlined in NPF4 Policy 3. Specific biodiversity enhancement proposals
and their locations will be developed through discussions with the Applicant,
landowner, and relevant technical specialists in order to enhance, create and
connect habitats of biodiversity value. Based on the existing knowledge of the Site,
the following biodiversity enhancement measures are proposed for the Proposed
Development:

e Native broadleaf woodland creation / enhancement;
e Species-rich native mixed scrub creation;

¢ Mixed grassland mosaic enhancement; and

e Species-rich grassland creation.

254 The BEMP has also been designed to improve current nesting and foraging habitats
within the Site for local bird species through habitat enhancement objectives such
as grassland enhancement and management and appropriate low-density native
woodland planting.

Access and Recreation Enhancements

255 Once the Proposed Development is operational, the wind farm tracks will be opened
to the public to increase access to the countryside. Recreation and access benefits
are also discussed in the Socio-Economic and Community Benefit Impact Report
submitted as part of the application for Section 36 consent, alongside this EIA
Report.

2.5.6 Parts of the Site will continue to be used for farming and forestry operations during
the operational phase of the Proposed Development, and as such, responsible
access will be promoted throughout the Site.

2.5.7 Alongside the proposed biodiversity enhancements, it is proposed that a network of

walking and cycling routes be provided with shelters, viewpoints and interpretive
elements for visitors to enjoy. These walking and cycling routes will likely include
recreation and access enhancements and could include the establishment of a
heritage trail. An example of the proposed recreational access routes and visitor
spots was provided during the public exhibition held in June 2026 and is available

1
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on the Application website!. These access and recreation plans are preliminary and
the Applicant is open to further input from the local communities. An Outdoor Access
Management Plan will be agreed with the EAC prior to the commencement of
construction.

Construction

Construction Programme

258 The Proposed Development will be constructed over a period of approximately 18
to 24 months and is anticipated to commence in 2030. Construction would include
the principal activities within the indicative construction programme as provided in
Table 2.5.

! Brockwell Energy. 2026,. https://www.brockwellenergy.com/projects/dalfad-wind-farm/ [Accessed 31/07/2026]
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Table 2-5: Indicative Construction Programme
Site Entrance

Crane
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2-12



Dalfad Wind Farm Environmental Impact Assessment 31 August 2026

Volume 2 — Chapter 2: Project Description

SLR Project No.: 413.0527968.00001

259

2.5.10

2511

Construction Activities

The construction of the Proposed Development will involve the following:

Establishing access tracks, laydown areas and construction compounds;

Felling of areas of forestry alongside the access tracks and in select strategic
locations within the main site (felling areas identified in Technical
Appendix 1.4: Forestry);

Importing of aggregate for track and hardstand construction;

Construction of permanent new on-site tracks required to access the wind
turbine positions. These would be used by civil engineering plant and
construction equipment;

Upgrading of existing tracks where required;

Construction of a secure site compound and storage area for the Site office
facilities and storage of materials and components;

Installation of hardstands and outrigger pads for the support of the cranes that
will be used to erect the wind turbines;

Construction of the foundations for the support of the wind turbine structures;
Wind turbine delivery, assembly and erection;
Installation of transformers in separate housing alongside each wind turbine;

Installation of high-voltage electrical cabling, communication cabling and
earthing;

Installation of Supervisory Control and Data Acquisition (SCADA) system);
Construction of the substation and control buildings;
Commissioning of site mechanical and electrical equipment; and

Reinstatement and landscaping, removal of temporary site offices, reseeding
verges and areas around turbine bases.

Construction Materials

The main materials likely to be required for the construction of the access tracks,
turbine and substation foundations, and hardstand areas, are as follows:

crushed stone;
geotextile;

cement;

sand;

concrete;

steel reinforcement; and

electrical cable.

Should surface water run-off or groundwater enter excavations during construction
of the turbine foundations, appropriate pumping measures away from watercourses
will be implemented to ensure the works are safely carried out and the excavation
is sufficiently dry to allow concrete placement. Once the concrete is cast, the

3
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2.5.12

2.5.13

25.14

2.5.15

2.5.16

2.5.17

2.5.18

2.5.19

2.5.20

excavated material will be used for backfill and compacted to the required design
density. Once this backfill is completed, the crane hardstand areas will be
constructed.

Traffic and Transportation

A detailed Transport Assessment has been undertaken which provides details
regarding transport and access to the Site (refer to Chapter 10: Traffic and
Transport).

Traffic associated with the construction and maintenance of the Proposed
Development falls into two main categories, namely Abnormal Indivisible Loads
(AIL) and Construction / Maintenance Loads. The AlLs are those that will require
an escort, either by private contractor or by police escort. Construction /
maintenance loads are those that do not require any special escort or permissions
and are only influenced by normal traffic regulations.

The Applicant will ensure that the vehicles will be routed as agreed with EAC,
Transport Scotland and Police Scotland, to minimise disruption and disturbance to
local residents and road users. Further details regarding transport and access can
be found in Chapter 10 of this EIAR.

Construction Hours

Normal construction hours will be between 07:00 and 19:00 Monday to Friday and
07:00 and 13:00 on Saturdays and bank holidays. These times have been chosen
to minimise disturbance to local residents. It must, however, be noted that out of
necessity due to weather conditions and health and safety requirements, some
generally quiet activities, for example AL deliveries (which are controlled by Police
Scotland) and the lifting of the turbine components, may occur outside the specified
hours stated. Any construction outwith these hours will be in line with the noise limits
as assessed in Chapter 9: Noise and advance warning of any works outwith the
agreed working hours will be provided to EAC and local residents.

Construction Workforce

A detailed construction workforce schedule, i.e. employee numbers through the
construction programme and likely shift patterns, would not be known until the
contract for building the Proposed Development has been granted. However, the
number of staff likely to be on-site at any one time would be between 150 and 200.

Local Supply Chain

The Applicant is committed to ensuring that, wherever reasonably practicable, local
contractors and employees are used in all aspects of wind farm development. The
major opportunities arise during the construction phase when suitable qualified local
firms are invited to bid for different aspects of construction, such as foundation
laying or electrical works.

Construction materials are normally sourced locally (i.e. within the country) and
local transport and plant hire companies used wherever possible.

Expenditure in the local economy during the development, construction and
operation of wind farms varies from project to project due to various factors including
project size, duration and the availability of local suppliers.

The Proposed Development, if consented, could generate the following during the
development and construction phase:
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2.6.3

e £14.4m Gross Value Added (GVA) and support up to 158 jobs in East
Ayrshire; and

e £51.6m GVA and support up to 553 jobs in Scotland.

For further detail on expected socio-economic impacts of the Proposed
Development, please refer to the Socio-Economic, Tourism and Recreation Report,
a standalone report submitted as part of the application for S36 consent.

Construction Environmental Management — Standard Mitigation

Construction environmental management will be implemented prior to and during
the construction phase of the Proposed Development, and is considered to be
standard mitigation. This includes the implementation of standard mitigation
including, but not limited to, a Construction Environmental Management Plan
(CEMP), a Species Protection Plan, and a Pollution Prevention Plan.

Construction Environmental Management Plan

An Outline CEMP (OCEMP) has been prepared for the Proposed Development and
is attached as Technical Appendix 11.1. A more detailed CEMP will be developed
prior to the commencement of construction and will be a live document that is kept
up to date and implemented throughout the construction phase. The CEMP will set
out the general principles of the environmental management that is to be
implemented during construction, as well as the site-specific mitigation measures
set out within this EIAR, along with any conditions of consent and environmental
regulatory requirements. The CEMP will be developed in accordance with ‘Good
Practice During Wind Farm Construction’ (NatureScot, 2024) and will take other
applicable guidance into account (e.g. SEPA Guidance WAT-75). The CEMP will
be expanded upon and developed in more detail by the contractor responsible for
undertaking the construction works prior to the commencement of construction.

The CEMP shall describe how the Applicant will ensure suitable management of
the following environmental issues during construction of the Proposed
Development:

e noise and vibration;

e dust and air pollution;

¢ surface and ground water;

e ecology (including protection of habitats and species);

e cultural heritage;

e waste (construction and domestic);

¢ pollution incidence response (for both land and water); and

e site operations (including maintenance of the construction compound, working
hours and safety of the public).

The CEMP is anticipated to include, or cross-reference to, the following
documentation:

e Construction Methodology Statements (CMSs);
e Construction Traffic Management Plan (CTMP);

e Pollution Prevention Plan (PPP);
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2.6.10

2.6.11

e Site Waste Management Plan (SWMP);
e Drainage Management Plan (DMP);

o Peat Management Plan (PMP) (refer to an outline plan in Technical
Appendix 8.2);

¢ Biodiversity Enhancement Management Plan (BEMP) (refer to an outline plan
in Technical Appendix 6.6); and

e Any agreed mitigation plan(s), e.g. a Written Scheme of Investigation (WSI)
for management of potential direct impacts on cultural heritage assets and
potential archaeological finds.

The contractor and/or Applicant shall consult with EAC, SEPA, NatureScot and
Historic Environment Scotland (HES) on relevant aspects of the CEMP. The
contractor shall amend and update the CEMP as required throughout the
construction period.

The CEMP shall contain details of all environmental mitigation required during
construction and details on how the contractor will implement and monitor this
mitigation. The CEMP will also contain details on how the contractor will liaise with
the public and landowners and how queries or complaints will be responded to.

Specific requirements of the CEMP for each of the environmental topics assessed
within the EIA are provided in the relevant EIAR chapters and a summary of
mitigation commitments is included in Chapter 11: Schedule of Mitigation.

Pollution Prevention

Prior to commencement of construction, a pollution prevention strategy, contained
within the CEMP, will be agreed with the SEPA to ensure that appropriate measures
are put in place to protect watercourses and the surrounding environment.

As with any wind farm development, during the construction stage there are
potential risks to the quality of the water environment in water bodies, watercourses
and local drains. The occurrence of incidents which result in adverse impacts to the
water environment mostly arise from poor site practice; therefore, careful attention
will be paid to the appropriate guidance and policies to reduce the potential for these
to occur (refer to Chapter 8: Geology, Hydrology and Peat for further details).

Pre-Construction Surveys

Detailed surveys have informed the design process of the Proposed Development.
However, certain design elements are dependent on wind turbine model and
manufacturer, therefore detailed construction details will be decided once the final
wind turbine model has been confirmed.

Pre-construction surveys will be undertaken to update the ecological and
ornithological baseline and to perform detailed geotechnical ground surveys, further
details of these are provided in the relevant technical chapters.

The Applicant will engage an Ecological Clerk of Works (ECoW) onsite during the
construction phase. The ECoW will be responsible for pre-construction surveys and
will monitor the construction process on site to provide advice in relation to
ecological and ornithological matters, and to ensure that the measures within the
CEMP relating to ecology and ornithology are followed.
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Health and Safety During Construction

The construction site would be managed and operated in accordance with Health
and Safety and Work etc. Act 1974 and comply with relevant Health and Safety
Regulations, including:

e The Management of Health and Safety at Work Regulations 1999;
e Electricity Safety, Quality and Continuity Regulations 2002; and
e Construction (Design and Management) (CDM) Regulations 2015.

In awarding any civil, electrical or other contracts for the construction of the
Proposed Development the appointed contractor is obligated by law to follow the
CDM Regulations implemented by the Health and Safety Executive (HSE). These
are based on standard procedures that are adapted to take account of all site
specific requirements. The CDM Regulations require due consideration is given to
construction workers and the public, with risk assessments and method statements
created to cover all risks identified including access rights across the site.

The Applicant has appointed a Principal Designer to ensure all the CDM
Regulations are correctly implemented during the design of the Proposed
Development, and to compile a Health and Safety File, which would be used during
the construction and operational phases of the Proposed Development.
Additionally, a representative from the Applicant would be at the Proposed
Development during the construction period. This person would be empowered to
halt any or all construction works if they believe correct health and safety
procedures are not being adhered to. Similar procedures for site workers, visitors
and civilians will be drawn up for the operational phase. The HSE can investigate
safety aspects of the Proposed Development and visit at any time if there are any
concerns.

Public Safety During Construction

Throughout the construction phase of the Proposed Development, the relevant
statutory requirements would be adhered to. All potentially hazardous areas would
be fenced off and all unattended machinery will be stored in the temporary
construction compound or immobilised to prevent unauthorised use. In addition,
signage will be placed at each possible entrance to the Site and in areas where
there may be further danger.

Site security and access during the construction period would be governed under
Health and Safety at Work Act 1974 and associated legislation.

Prior to construction of the Proposed Development, an Outdoor Access
Management Plan (OAMP) will be prepared in consultation with EAC. It will detail
the maintenance of safe public access routes within and around the Site during
construction and long-term public access during operation of the Proposed
Development.

Throughout construction, measures to manage diversions of public access routes
would be agreed with the relevant authorities. The diversion routes would be clearly
marked and for safety reasons would direct the user away from any areas of
construction. It is proposed that further details would be provided in an OAMP post-
consent.

Although members of the public have the right to roam land in Scotland under the
Land Reform (Scotland) Act 2003 there will be restricted access around the
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Proposed Development during the construction phase for health and safety
purposes.

Operation and Maintenance

The operational lifetime of the Proposed Development, including the wind turbines
and the BESS, is intended to be 40 years from the date of final commissioning to
commencement of decommissioning.

The Proposed Development would be maintained throughout its operational life by
a service team. The service team would comprise operation management,
operations technicians and support functions undertaking the schedules and
unscheduled maintenance throughout the year. This team would either be
employed directly by the developer or by the turbine manufacturer. Management of
the wind farm would typically include turbine maintenance, health and safety
inspections and civil maintenance of tracks, drainage, the BESS and buildings.

The battery units in the BESS will likely require replacing after 10 to 15 years.

Public Safety During Operation

Wind farms have a proven track record for safety. A very small number of wind
turbines have been known to suffer mechanical damage through lightning strikes or
mechanical failure. Experience on operational wind farms has shown that allowing
the public to access an operating wind farm does not lead to a compromise with
respect to safety issues.

Companies supplying products and services to the wind energy industry operate to
a series of international, European and British standards. A set of product standards
for wind energy equipment has been developed by the International
Electrotechnical Commission - IEC 16400. There are a number of British Standards
that correspond to it, for example; BS EN 61400-1 ed3.0: 2005 “Wind turbines —
Part 1: Design requirements”.

The Applicant will commit to installing turbines and components that meet BS EN
61400-1 ed3.0.

Public access to the Site after construction has been completed would be returned,
although with some specific improvements to footpath infrastructure to facilitate
public access which have been proposed as part of the Proposed Development.
Appropriate warning, directional and identification signs for the purposes of health
and safety would be installed on the turbines, transformers and at the substation
and BESS compounds. Access to these would be restricted to wind farm personnel.
At all times, these facilities will be locked. Additionally, safety and/or directional
signs will be placed at strategic points across the site, particularly on the public
routes to inform members of the public that they are entering a wind farm, to make
them aware of potential hazards and provide direction for emergency services
should the need arise. Appropriate warning signs would be installed concerning
restricted areas such as transformers, switchgear, metering systems and the
substation compound. All on-site electrical cables will be buried with relevant
signage. Any signage would be agreed with the relevant authorities prior to
installation. It is proposed that further details would be provided in an Outdoor
Access Management Plan post consent.

No resulting safety risks are expected as a result of public access to the Proposed

Development.
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BESS Fire Risk Management

The BESS will be equipped with a fire water tank to enable firefighting should any
of the batteries or other equipment catch fire during operation. The BESS
compound will also have a drainage capture facility (sump or attenuation dam)
which would capture any water used for fire fighting and would not allow the fire
fighting water to enter the receiving environment.

A secondary vehicular access has been provided for in the design of the BESS, the
intention of which is to enable firefighters to access the site without passing through
smoke and vapour clouds, should this be necessary.

Further detail on battery safety and fire risk management can be found in Technical
Appendix 2.2: Battery Safety Management Plan.

Turbine Monitoring and Control

Wind turbine models being considered for the Site would operate automatically and
have sensors to detect any instabilities or unsafe operation during high wind
speeds. Should sensors placed within the nacelle and tower of the turbine detect
any other malfunction in operation or should wind speeds increase over maximum
operational thresholds, the brakes would be automatically applied in order to rapidly
shut the turbine down.

If the cause of the shutdown was high wind speeds, then the wind turbine would
automatically begin operation once the average wind speed reduced to within
operational levels. Under other causes of shutdown, e.g. through malfunction, the
wind turbine would remain shut down and in a safe condition (i.e. commonly with
the blades orientated 90° to the wind direction) until restarted by wind farm
personnel following satisfactory investigation. This procedure ensures safe
operation of turbines to protect members of the public walking, cycling or riding past
turbines during the operational phase. In addition, the vibrometers in the nacelles
would detect rotor imbalance in blades caused by icing and the turbine’s control and
monitoring system would shut the turbines down under these conditions. The wind
turbines are also equipped with lightning protection equipment so that strikes would
be conducted from the nacelle down the tower into the earth.

Meteorological Effects

Blade icing in Scotland is a rare occurrence, therefore icing conditions are expected
to be benign. The design of the Proposed Development has taken into account the
possibility of ice throw occurring and turbines have been sited in locations to ensure
that the rotor blades do not oversail any public roads to minimise the risk from ice
fall. To further minimise the risk, public notices will be displayed at new and existing
access points to the site, alerting members of the public and staff accessing the site
of the possible risk of ice throw under certain weather conditions.

Turbine Servicing and Repair

Turbine manufacturers have specific maintenance requirements; however, it is
anticipated that turbine maintenance activities will include the following:

¢ Civil maintenance of tracks and drainage;
e Scheduled routine maintenance and servicing;
¢ Unplanned maintenance or call outs;

¢ High Voltage (HV) and electrical maintenance; and
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¢ Blade inspections.

In the unlikely event that a major turbine component requires replacement, vehicles
will use the new access tracks and permanent hardstands, which will be retained
during the operational phase to allow access.

Health and safety implications of turbine servicing and repair will be controlled in a
similar way to the construction phase.

Operational Workforce

A team of several staff including engineer fitters would supervise the operation of
the wind turbine installation and would visit the Proposed Development to conduct
routine maintenance. The frequency of these visits would depend on the
manufacturer’s requirements.

During its operations and maintenance, each year the Project could generate:
e £1.81m GVA and support ¢.27 jobs in East Ayrshire; and
e £2.51m GVA and support ¢.36 jobs in Scotland.

Operation Environmental Management Plan (OEMP)

The Applicant will implement an Operation Environmental Management Plan
(OEMP). Similar to the CEMP, the OEMP will set out the mitigation measures
described in the EIAR, and how the Applicant will manage and monitor
environmental effects throughout the operation of the Proposed Development. The
OEMP will also be developed in consultation with EAC, SEPA, NatureScot and HES
where relevant.

Decommissioning

At the end of the Proposed Development’s operational lifespan of 40 years, it will
be decommissioned, unless further consent is sought for life extension or
repowering. The environmental effects of decommissioning are considered to be
similar to those during construction, excluding the loss of habitat which will have
already occurred under construction.

Prior to decommissioning, a Decommissioning Environmental Management Plan
(DEMP) will be produced to reflect then current legislation and policy and will be
agreed with the relevant statutory authorities.

The Site access route used for construction of the Proposed Development is also
anticipated to be used for decommissioning.

It is anticipated that certain components of the wind turbines will be dismantled and
removed from site for reuse, recycling and/or disposal as appropriate and in
accordance with regulations in place at the time. It is proposed to leave the buried
portion of the foundations of the wind turbines in situ on decommissioning. This is
in line with current best practice and is considered to have less impact on the
hydrological system which will have established itself during the lifetime of the wind
farm, than complete removal of the foundations.

The BESS will be decommissioned and dismantled at the end of life of the Proposed
Development. The components will be removed from Site for reuse, recycling and /
or disposal as required by waste management regulations at that time. The
remaining footprint of the cleared BESS area would be reinstated either to pre-
construction conditions, or as agreed with the landowner and consenting authority.
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Climate Change and Carbon Emissions

Increasing atmospheric concentrations of greenhouse gases (GHGSs), including
carbon dioxide (CO,) — also referred to as carbon emissions — are resulting in
climate change. A major contributor to this increase in GHG emissions is the burning
of fossil fuels. With concern growing over climate change, reducing its cause is of
utmost importance. The replacement of traditional fossil fuel power generation with
renewable energy sources provides high potential for the reduction of GHG
emissions. This is reflected in UK and Scottish Government climate change and
renewable energy policy and commitments.

Whilst the Proposed Development will reduce carbon emissions by replacing the
need to burn fossil fuels for power, carbon emissions will result from the component
manufacturing, transportation and installation processes associated with the
Proposed Development. There is also the potential for carbon fixers and sinks to be
lost through the clearing of vegetation during construction. There must, therefore,
be a sufficient balance between the carbon reduction associated with renewable
energy development and that which is produced through construction and
fabrication processes and lost through site preparation. The Carbon Calculator used
to determine the overall contribution of the Proposed Development to a reduction in
carbon emissions will be submitted alongside this report as part of the application
for S36 consent.

Taking into consideration the carbon emissions of the production, transportation
and construction of the various wind farm components and anticipated
environmental effects of the construction, operation and decommissioning of the
Proposed Development, it is expected that there would be savings of over 4.9
million tonnes of CO- over the project lifespan compared to equivalent generation
from fossil fuels.

The carbon payback time of the Proposed Development is between 0.3 and 0.9
years, with an expected payback period of 1.1 years (approximately 13 months).
This is the period of time for which a wind farm needs to be in operation before it
has, by displacing generation from fossil-fuelled power stations, avoided as much
carbon dioxide as was released in its lifecycle.

As recommended in current guidance estimated savings are for replacement of
fossil fuel electricity generation but, while this could be the case in the short term, it
is not the most probable scenario in the longer-term. The grid-mix of electricity
generation represents the overall carbon emissions from the grid per unit of
electricity and includes nuclear and renewables as well as fossil fuels. Based on the
grid-mix results, the Proposed Development is expected to result in a saving of
approximately 48,834 tCO2 per annum with an expected carbon payback time of
2.8 years.

Community Benefits

This section presents a brief summary of the proposed community benefits that
would be implemented should the Proposed Development gain consent. Further
information on the Proposed Development’s socio-economics impacts can be found
in the Socio-Economic, Tourism and Recreation Report, submitted as part of the
application for S36 consent.
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Supply Chain and Economic Impact

2.10.2  Supply chain activation and preference for local bids facilitated through ‘Meet the
Buyer’ events. Modelled spend targets are estimated at £40.1 million within East
Ayrshire during construction.

Annual Community Funding

2.10.3 A Community Benefit Fund equating to £5,000 per MW/year (based on wind
capacity of 80MW, or £400,000 annually, index-linked), totalling £16 million over 40
years.
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